
Anodized / Powder Painted Extruded Aluminum Profiles , Industrial Aluminum
Profile

Basic Information

China

HENTEC ,KUNTAI

CA ,CE

1 ton

EP Paper ,kraft and pallet

20days

T/T or L/C

100 000 ton each month

Product Specification

Aluminum Profile

6063,6061,6005

Fluorocarbon Powder Spray Coated /PVDF
Paint, Drawbench,Steel Polished

Aluminium

Milling, Drilling, Bending,Cutting

T4, T5, T6

structural aluminum extrusions, 
aluminium structural sections

for m
ore products please visit us on alum

inum
extrusion-profiles.com

Place of Origin:

Brand Name:

Certification:

Minimum Order Quantity:

Packaging Details:

Delivery Time:

Payment Terms:

Supply Ability:

Product Name:

Alloy:

Suface Treatment:

Material:

Deep Process:

Temper:

Highlight:

Hentec Industry Co.,Ltd
aluminumextrusion-profiles.com
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Product Description

 
 
Anodized / Powder Painted Extruded Aluminum Profiles , Industrial Aluminum Profile

 
 
 
Description   Aluminium Extrusion Profiles , Industrial Aluminum Profile  
Alloy/Temper 6063-T5/6060-T5; 6063-T6/6060-T6  
Surface

treatment
Mill finishes; Anodized; Powder coated; Wooden grain, Machine/Acid polished and etc

SGS TEST

APPROVAL

Standard

apply
EN755; DIN; ASTMB221; GB5237-2008 and etc

SGS TEST

APPROVAL

Price SMM/LME Primary aluminum price + the most competitive conversion cost  

Delivery   Sample: Within 15 days; Order: Within 15 -20 days
SGS TEST

APPROVAL

Payment 20% deposit, the balance pay against B/L copy
SGS TEST

APPROVAL

Packing

standard
Protected film and pearl cotton inside and shrink film outside

SGS TEST

APPROVAL

Guarantee

term

If the shipped products can not meet required, the total order amount will be refund back without delay, or arrange

new replacement cargoes instead

SGS TEST

APPROVAL

Alloy 6060 6063 6061 6005A 6082  
Temper T66 T5/T6     

Standard EN755-9; DIN

GB5237-2008

EN755-3/DIN

ASTMB221

GB6892-2008

ASTMB221

AMS-QQA-4574

GB6892-2008

ASTMB221

AMS-QQA-4574

GB6892-2008

ASTMB221

AMS-QQA-4574

GB6892-2008

ASTMB221

AMS-QQA-4574

Certification ISO9001-2008 ISO9001-2008 ISO9001-2008 ISO9001-2008 ISO9001-2008 ISO9001-2008

Surface Anodized, powder coated, wooden grain, polished, brushed, PVDF Coating.

Color

Anodizing
Silver, bronze, champagne, titanium, nickel, golden yellow, etc

The anodized film thickness is over 10um

Powder coating
White, Black, Grey, Green, Blue, Yellow, Red and etc.

The powder coated thickness is over80um.

Deep

processing
Fabrication 90degree, 45degree and any degree Cutting, punching, drilling, bending, weld, mill, CNC, etc.

 
 
 
 
 
The surface treatment :

 
1) Mill Finished

2) Anodized: Silver, champagne, light bronze, dark bronze, black, light titanium, dark titanium. Usually the thickness of the film is 10 um.

3) Electrophoretic coated: Silver, champagne, bronze, black, light bronze, dark bronze.

4) Powder spray coated  Normal color, special color. Thickness: 60 to 80 um.

5) Fluorocarbon powder spray coated /PVDF Paint: Normal color, special color.

6) Drawbench

7) Steel polished

8) Wood grain coated /Wooden transfer: Imported paper, domestic paper.

 
 
Technical requirements

1) Standard: GB/75237-2004, Q/320281/PDWD-2008

2) Certification: ISO9001

3) OEM service offered  

4) Material: Alloy 6063, 6061 or according to customer’ s choice

    Temper:  T4, T5, T6 , T66

5) Fabrication: 1. Milling; 2. Drilling; 3. Bending; 4. Cutting...

6) Window Accessories:  Using ECO friendly EPDM leather strap that would not age for a long time with a long service life.

7) MOQ: 1 ton. Usually 12 tons for a 20 feet container; 24 tons for a 40 feet container.

8) FOB Port: Shanghai Port

 
 
Applications:

We manufacture all kinds of aluminum profiles,including:

1. Aluminum profile for architecture

2. Aluminum profile for window and door

3. Aluminum profile for curtain wall

4. Aluminum profile for glass wall

5. Aluminium profile for funiture

6. Aluminum profile for closet wardrobe door

7. Aluminum profile for kitchen cabinet

8. Aluminium profile for decoration

for m
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9. Aluminium profil for industry

10. Aluminum profile for handrail

11. Aluminium profile for solor panel

12. Aluminum flat,square,round tube

13. Aluminum profile for louver/shutter

14. Aluminum window and door

15. Wood gain aluminum profile

16. Aluminum profile for LED strip,transportation rail,ten etc.

17. OEM service can be provide

Product fabrication though machining milling, drilling, cutting and welding for different size and shape; and surface treatment for anodize, powder coating, polishing, brushing etc.

 
Specifications:

 
1. Primary Technical Data

 
1) Chemical composition

Alloy Si Fe Cu Mn Mg Cr Zn Ti Impurity Al

6063 0.2-0.6 0.35 0.1 0.1 0.45-0.9 0.1 0.1 0.1 0.15 Rest

6061 0.4-0.8 0.7 0.15-0.4 0.15 0.8-1.2 0.04-0.35 0.25 0.15 0.15 Rest

6060 0.3-0.6 0.1-0.3 0.1 0.1 0.35-0.6 - 0.15 0.1 0.15 Rest

6005 0.6-0.9 0.35 0.1 0.1 0.40-0.6 0.1 0.1 0.1 0.15 Rest

 
2) Mechanical property

  Alloy Temper Tensile strength Yield strength Elongation

6063
T5 ≥ 160Mpa ≥ 110Mpa ≥ 8%

T6 ≥ 205Mpa ≥ 180Mpa ≥ 8%

6061 T6 ≥ 265Mpa ≥ 245Mpa ≥ 8%
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